[image: image1.jpg]Q OPERATING INSTRUCTIONS




[image: image4.jpg]2. Open one or several purge points in the installation.
Remove the hande-locking hook znd pump liguid untl Pump parts

all ai has been purged from the instalation. Close the

vent paints. Fll the installation operating the pump. A. Pressure hose
handle with ample movements B. V1: Shut-off valve. E
3. Keep on pumping unti the test ressure has been C. V2 Purge valve \
reached D. Locking hook
4 Closevahe V1 L
5.1f the test pressure i exceeded during the pumping e
operation, crack open valve V2 until the required pressure. B

isattained. Then dlose al the valves

6. If nolesks are present, no pressure drop vil be detected
in gauge reacings. At test completion, open both valves
Viandv2

After the pressue has been reached, wait for the,
pressure to stabilize 25 a function of the size of the
installation. I it should be required, pump again until
the pressure is reached again
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1. Prior to starting the testing pump, plezse carefully read
and follow these instructons

2. The posttion and operation of the controls must be
studied prior to RP50-S pump operation

3. The RP50-S has been designed for specic applications.
We strongly recommend that it SHOULD NOT B
MODIFED, nor used for other purposes.

4. Using only the liquids specifed for the tests s utterly
important for the integrity and durabilty of th liquid-
ight systems. NO 2cds or other corrosive liquics may
be used for the tests. Use only Clean water or Oil as an
afternate.

5. Check the pump for damaged or defective parts prior
10 pump operetion. The pump MAY NOT BE USED i
pressure hoses or any other parts are flawed or broken.

Operating instructions

1. Connect the pressure hose to the equipment to be tested
with valve V1 opened and valve V2 closed

Keep the tank and pum system clezn. The suction pioe
is supplied with 2 fifter o prevent dirt entering the pump
pressure system. If the filter should clog, remove the dirt
and clean t with water

Grezse the piston periodically with water repellent grease.
Be extremely careful not to damage the piston

5. Specifications

Name: Testing pump RPS0-S
Code:

Dimensions 7206170260 mm
Weight: 8kg
Tank volume: 121
Piston volume: a5ml
Outlet connection: R12"
Testing fluid: Water, oil
Maximum temperature: 50°C- 120°F

Maximum pressure: 60 bar. 860 psi. 6 Mpa




